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概要 
USBディスケット ドライブ キーは、HP ProLiantサーバのユーザに

とって究極の携帯用ストレージ ソリューションです。このソリュー

ションは、USBドライブ キー機能とUSBディスケット ドライブ機能

の両方をサポートします。 

ドライブ キーは、Microsoft® Windows® Server™ 2000、Microsoft® 
Windows Server™ 2003、およびRedHat Enterprise Linux 4、RedHat 
Enterprise Linux 5、SUSE LINUX Enterprise Server 10を含むLinuxディ

ストリビューションが動作するHP ProLiantサーバと互換性があります。 
 

ドライブ キーの接続 
ドライブ キーにあるデバイス スイッチで、デバイスの認識方法を

決定します。ほとんどのオペレーティング システムでは、デバイス 
スイッチの位置に関わらず、ディスケット キー パーティションと

ドライブ キー パーティションの両方にアクセスできます。 
  

注意：USB延長ケーブルを使用しないでください。データ

が消失する場合があります。 
  

1. キーをポートに挿入して、ドライブ キーを接続します。 

 
2. デバイスのUSBディスケット パーティションを使用してシステ

ムを起動するには、デバイス スイッチをディスケット ドライブ

のマークに設定してからシステムの電源を入れてください。 

起動できるファイルがあれば、デバイスのディスケット パー

ティションからシステムが起動します。 

3. デバイスのUSBドライブ キー パーティションを使用してシス

テムを起動するには、デバイス スイッチをハードディスク ド
ライブのマークに設定してからシステムの電源を入れてくだ

さい。 

起動できるファイルがあれば、デバイスのドライブ キー パー

ティションからシステムが起動します。 

4. ファイル転送やストレージにドライブ キーを使用するには、

以下の手順に従ってください。 

a. オペレーション システムが完全にロードするまで待ちます。 

b. キャップを取り外します。 

c. ドライブ キーをサーバのUSBポートに接続します。 
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ドライブ キーの取り外し 
  

 注意：デバイスを正しく取り外さないと、データが消失す

る場合があります。 
  

1. ドライブ キーのファイルとプログラムをすべて閉じます。 

2. システム トレイで[ハードウェアの安全な取り外し]アイコン

または[Unplug or Eject Hardware]アイコンをダブルク

リックします。 

3. USBディスケット ドライブ キーを選択し、[停止]をクリック

します。 

4. Safe to Remove Hardwareメッセージが表示されたら、コ

ンピュータからドライブ キーを取り外します。オペレーティ

ング システムやユーザ インタフェースによって、ドライブ 
キーを取り外す方法は異なります。 

 

ユーザ マニュアルおよび 
ドライバのダウンロード 
ダウンロード情報 

最新の日本語ユーザ  マニュアルについては、http://www.hp. 
com/jp/manual を、ドライバについては http://www.hp.com/ 
jp/servers/swdriversを参照してください。 
 
この装置は、情報処理装置等電波障害自主規制協会（VCCI）
の基準に基づくクラス B 情報技術装置です。この装置は家庭

環境で使用することを目的としていますが、この装置がラジ

オやテレビジョン受信機に近接して使用されると、受信障害

を引き起こすことがあります。 
取扱説明書に従って正しい取り扱いをしてください。 

各国別勧告 
以下に日本以外の国や地域での規定を掲載します。 

Class B equipment 
This equipment has been tested and found to comply with the limits for 
a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, 
uses, and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee 
that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 
• Reorient or relocate the receiving antenna. 
• Increase the separation between the equipment  

and receiver. 
• Connect the equipment into an outlet on a circuit that is different 

from that to which the receiver is connected. 
• Consult the dealer or an experienced radio or television 

technician for help. 
 

Modifications 
The FCC requires the user to be notified that any changes or 
modifications made to this device that are not expressly approved by 
Hewlett-Packard Company may void the user’s authority to operate the 
equipment. 
 

Declaration of conformity for 
products marked with the FCC logo, 
United States only 
This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) this device may not cause 
harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation. 

For questions regarding this product, contact us by mail  
or telephone: 
• Hewlett-Packard Company 

P. O. Box 692000, Mail Stop 530113 
Houston, Texas 77269-2000 

• 1-800-HP-INVENT (1-800-474-6836). (For continuous quality 
improvement, calls may be recorded or monitored.) 

For questions regarding this FCC declaration, contact us by mail or 
telephone: 
• Hewlett-Packard Company 

P. O. Box 692000, Mail Stop 510101 
Houston, Texas 77269-2000 

• 1281-514-3333 

To identify this product, refer to the part, series, or model number found 
on the product. 
 

Canadian notice 
This Class B digital apparatus meets all requirements of the Canadian 
Interference-Causing Equipment Regulations. 

Cet appareil numérique de la classe B respecte toutes les exigences du 
Règlement sur le matériel brouilleur du Canada. 
 

European Union regulatory notice 
This product complies with the following EU Directives: 

• Low Voltage Directive 2006/95/EC 

• EMC Directive 89/336/EEC 

Compliance with these directives implies conformity to applicable 
harmonized European standards (European Norms) which are listed 
on the EU Declaration of Conformity issued by Hewlett-Packard for this 
product or product family. 

This compliance is indicated by the following conformity marking 
placed on the product:  

http://www.hp.com/jp/manual
http://www.hp.com/jp/manual
http://www.hp.com/jp/servers/swdrivers
http://www.hp.com/jp/servers/swdrivers


 
This marking is valid for non-Telecom products and EU harmonized 
Telecom products (e.g. Bluetooth). 

 

 
This marking is valid for EU non-harmonized Telecom products. 

*Notified body number (used only if applicable—refer to the product 
label) 

Hewlett-Packard GmbH, HQ-TRE, Herrenberger Strasse 140, 71034 
Boeblingen, Germany  
 
 

Korean class B notice 
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