
Console Switches deliver
easy single-point control
across multiple servers
The Compaq family of Server Console Switches makes it easy to

control multiple servers from a single console (keyboard, video

monitor and mouse). Perfect for rack-mounted servers, these

switches enable network administrators and information system

managers to control, manage or observe as many as 64 servers

running multiple operating systems—all from a single access point.

Available in 2, 4 and 8-port models, the switch box connector

kits can connect multiple 4 and 8-port switch boxes together for

a maximum of 64 ports. The switches use an On-Screen Display

(OSD) interface with intuitive menus and other features that

enable server selection and control from the console command

line. The console mouse can interact with the graphical user

interface of the selected computer.

Two 8-port models offer dual console capabilities, providing 

the flexibility to control console switches from more than one

location or by more than one user. Control of groups of servers

can be switched between administrators.

As part of the complete Compaq family of innovative,

cost-effective enterprise management systems, these Server

Console Switches streamline control of hard-working

enterprises, reducing floor-space and personnel costs while

simplifying management of complex server configurations.

Compaq KVM Switch

Console Switch

Systems Controlled by Console Switch

Keyboard, Video, Mouse (KVM)
Combined Cables

Mouse
Cable

Video
Cable

Keyboard
Cable

Console

➔ Easy access to multiple servers running multiple
operating systems

➔ Control from a single console saves floor space—and
reduces hardware costs

➔ Consolidates rack space by mounting in side rail of the
rack or behind the 1U keyboard drawer (338056-B21)

➔ Control of servers is easy to switch from one person 
to another

➔ Reduces personnel costs, enabling a single person to
control multiple systems

➔ May reduce electric bills because fewer video monitors 
are necessary

➔ Key Features

➔ As part of a complete family of end-to-end Compaq
networking solutions, offers high performance and
scalability for growing enterprises

➔ Complies with IEEE standards, ensuring compatibility with
industry-standard networking components

➔ Designed and tested to meet tough reliability, performance
and compatibility specifications

➔ Backed by Compaq global service and support

➔ The Compaq Advantage
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Features Server Console Switch
On-Screen Display (OSD)

Programmable Scanning

NVRAM Configuration

Hardware Reset Switch

Password Protection

Switch Firmware Update

Video Modes Support

Dimensions/Power
Requirements

Sliding Cable Housing

Switch Box Cables

Models
➔ 2-port switch with exterior

power supply
120206-001

➔ 1 x 4 Switch Box
400336-001

➔ 1 x 8 Switch Box
400337-001

➔ 2 x 8 Switch Box
400338-001

➔ 2 x 8 Switch Box (48 Volt)
400452-B21

Service and Support
With our global network 
of 27,000 IT experts in more 
than 100 countries, Compaq 
provides the industry’s most
comprehensive service and
support program.

We support Compaq solutions
with 24-hours-a-day, 7-days-
a-week technical support to
make sure we deliver the
performance and productivity
that our customers count on.

To learn more about Compaq
customer services, contact your
local Compaq representative 
or business partner at
1-800-289-9052 or visit us at
www.compaq.com/services

Compaq Capital
We provide customized 
leasing and financial asset
management services with
competitive rates, simple
processing and 100 percent
solution financing.

For more information, call 
1-888-277-5942 or visit us at
www.compaq.com/capital

➔ Graphically displays information and configuration menus

➔ Enables programmed, sequential evaluation of server performance

➔ Configuration changes entered at the command line are
stored in NVRAM

➔ Can reset keyboard and mouse communication without
interrupting system power 

➔ A password option can be used to provide security

➔ Updates can be directly downloaded through a connected
computer

➔ VGA, SVGA, XGA

2-port switch with exterior power supply;
➔ 1.71" H x 7" D x 10" W
Rated Voltage; Frequency; Input Current
➔ 100 to 240V AC; 50 to 60 Hz; .5-.25A

4-port, 8-port switch and dual console 8-port switches;
➔ 1.71" H x 8" D x 17" W
Rated Voltage; Frequency; Input Current
➔ 100 to 240V AC; 50 to 60 Hz; 1-.5A

Dual Console 8-port DC
Rated Voltage
➔ 48V AC

➔ Color coded connected for easy install
➔ Meets PC99 specs

➔ 12' CPU to Switch Cable
110936-B21

➔ 20' CPU to Switch Cable
110936-B22

➔ 40' CPU to Switch Cable
110936-B23

➔ 20' Plenum Cable
149363-B21

➔ 40' Plenum Cable
149364-B21
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